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Karakteristike technical data S28B $28S S28D

Radni zahvat (1sp) sweeping width with 1 brush mm 900 900 900
Radnih zahvat (2sp) sweeping width with 2 brushes mm 1100 1100 1100
Kapacitet ¢is¢enje cleaning capacity up to mq/h 5000 6600 6600

Autonomija operating range h 4 / /
Kapacitet rezervoara za otpad waste tank capacity L 70 70 70
Povrsina filtriranja filtering surface m? 6 6 6
Brzina forward speed km/h 0-5 0-6 0-6
Maksimalni uspon max. slope % 10 10 10
Nivo buke noise level dB 68 75 75
Radijus okretanja turning radius mm 1520 1520 1520
Voltaza voltage $28B $28S S28D
Snaga motora usisivaca vacuum motor 24v/ 180v / /

Motor centralne éetke central brush motor 24v / 650v 12v /750 v 12v/750v
Boéna Eetka side brush 24v/ 100v 12v/120v 12v/120v
Pogonski motor traction motor 24v / 700v 125 omr hydrost 125 omr hydrost

Napajanje version batterie 24V benzina diesel
4x6V - 330 Ah
Dimenzije dimensions S28B $28S S28D
Dimenzije dimensions mm 1390x875x 1178 1390x875x 1178 1390x875x 1178
Glavna éetke main brush mm @ 265 x 700mm @ 265 x 700 mm @ 265 x 700 mm
Bocna Eetka side brush mm @ 400 © 400 @ 400
Tezina masine machine weight kg 270 336 336
Opciono optional S28B $28S S28D
Visina odlaganja dumping height mm 1310
Dimenzije dimensions mm 1470x 915x1440
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